USB 2.0 PLUGS & SOCKETS
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SOCKET SPECIFICATIONS:
Shell: Phosphor Bronze

Insulator: Thermoplastic, UL Rated 94V-0

Contacts: Phosphor Bronze
Contact Area: Gold Flash over Nickel
Solder Trails: Tin over Nickel

PLUG SPECIFICATIONS:
Shell: Steel, Nickel Plate

Insulator: Thermoplastic, Rated UL 94V-0
Contact: Bronze, Gold Flash over Nickel

USB 2.0 PLUGS & SOCKETS

ELECTRICAL CHARACTERISTICS
Rated Voltage: 30V (RMS)

Contact Current Rating: 1 Amp DC max.

Contact Resistance: 15 mS max.
Insulation Resistance: 1000 m<2 min.
Dielectric Withstanding Voltage: 750V AC for 1 minute

MECHANICAL CHARACTERISTICS
Operating Temperature: -13°F (-25°C) to +176°F

(+80°C)
Durability: 1500 Cycles min.
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FEATURES

DEVICE APPLICATIONS
Ability to daisy chain more than one input device
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e Available for on-board applications such as memory sticks ® Cable clamp style for creating custom cables
e Gold plated contacts for low contact resistance and excellent reliability
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SOCKET SPECIFICATIONS:

Shell: Phosphor Bronze

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze

Contact Area: Gold Flash over Nickel
Solder Trails: Tin over Nickel

PLUG SPECIFICATIONS:

Shell: Steel, Nickel Plate

Insulator: Thermoplastic, Rated UL 94V-0
Contact: Bronze, Gold Flash over Nickel

USB 2.0 PLUGS & SOCKETS

ELECTRICAL CHARACTERISTICS
Rated Voltage: 30V (RMS)

Contact Current Rating: 1 Amp DC max.

Contact Resistance: 15 m<2 max.

Insulation Resistance: 1000 M2 min.
Dielectric Withstanding Voltage: 750V AC for 1 minute

MECHANICAL CHARACTERISTICS

Operating Temperature: -13°F (-25°C) to +176°F (+80°C)

Durability: 1500 Cycles min.
DEVICE APPLICATIONS

MICRO-USB TYPE B SOCKETS/PLUGS

e |deal for Miniature applications

* Supplied unassembled
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Tape & Reel Spec’s: 24mm wide; 16mm pitch;
13 inch reel (1000 pieces per reel)
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MINI-USB TYPE B SOCKETS/PLUGS

* Supplied unassembled

CAT. NO. 934TR (Tape & Reel)

Tape & Reel Spec’s: 24mm wide; 16mm pitch;
13 inch reel (1000 pieces per reel)
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USB TYPE B SOCKETS/PLUGS
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Ability to daisy chain more than one input device
* Memory Sticks

* Mouse/Keyboards

* Printers/Scanners/Docking Stations

* MP3/Audio Devices

* Digital Video Cameras & Still Cameras

* Portable Media Players

¢ Gaming Headsets

* Smart Phones/PDA's
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USB 3.0 & 3.1 PLUGS & SOCKETS
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USB 3.0 & 3.1 PLUGS & SOCKETS

ELECTRICAL CHARACTERISTICS:

Rated Voltage: 30V (RMS)

Contact Current Rating: 1 Amp DC max.

Contact Resistance: 15 m< max.

Insulation Resistance: 1000 M2 min.

Dielectric Withstanding Voltage: 750V AC for 1 minute

MECHANICAL CHARACTERISTICS:
Operating Temperature: -13°F (-25°C) to +176°F(+80°C)
Durability: 1500 Cycles min.

USB 3.0 DESIGN ADVANTAGES:

Port Expansion: Alleviates restriction of limited
COM Ports and available IRQ’s

Compatibility: Backward compatible with

USB 2.0 devices

Fast Data Transfer: Up to 4.8 Gbps;

10 times faster than USB 2.0 devices

and 200 times faster than serial ports.

USB 3.1 DESIGN ADVANTAGES:

Compatibility: Backwards compatible with 2.0 & 3.0
(adaptor required)

Data Rates: Up to 10 Gbps; twice as fast as 3.0. Same
connector on both sides of cable. No A & B style.

USB 3.0 TYPE A SOCKETS/PLUGS
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SOCKET SPECIFICATIONS:

Shell: Steel, Nickel Plated

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel
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PLUG SPECIFICATIONS:
Shell: Steel, Nickel Plated

CAT. NO. 947

CABLE PLUG
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Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel

MICRO-USB 3.0 TYPE B SOCKETS/PLUGS

| SURFACE MOUNT SOCKET |
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SOCKET SPECIFICATIONS:

Shell: Steel, Nickel Plated

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel
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 Supplied unassembled

PLUG SPECIFICATIONS:
Shell: Steel, Nickel Plated
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Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel
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USB 3.0 TYPE B SOCKETS/PLUGS
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SOCKET SPECIFICATIONS:

Shell: Phosphor Bronze, Nickel Plated

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel
Contact Area: Gold Flash over Nickel

Solder Tails: Tin over Nickel
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PLUG SPECIFICATIONS:
Shell: Steel, Nickel Plated

157 [AD]
4105 [2.7]

073 [2 0

-036 [0 9]
DIA. (4) PLS.
-474 [12.0]

-091 [2.3]
DIA. (2) PLS.

CAT. NO. 952

USB 3.1 TYPE C SOCKET/PLUG
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SOCKET SPECIFICATIONS:

Shell: Steel, Nickel Plated

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Copper, Gold Plate (Flash)
Solder Tails: Copper Alloy, Tin Plate

-340 [8.6]

£020 [0.50] TYP. 055 [1.40]

1 IR PLUG SPECIFICATIONS:
Tr T s Shell: Steel, Nickel Plated
039 1.00 $ S 52l 2% Insulator: Thermoplastic, UL Rated 94V-0

[9.45]

ol
ko4 \ e || [GAT NO 954 ]

1.150 [29.0]
REF.

1ol -z

[10 4]

Insulator: Thermoplastic, UL Rated 94V-0
Contacts: Phosphor Bronze, Gold Flash over Nickel

i R

Contacts: Phosphor Bronze, Gold Plate (Flash)
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